
LEAKS WATER—DURING HEAVY RAIN AND/OR Article No.
WHEN GOING THROUGH CAR WASH— 97-24-1
CONVERTIBLE TOP VEHICLES ONLY

FORD: 1994-1997 MUSTANG

5. Apply the longest seal to the middle section byISSUE
removing the adhesive backing and installingWater may leak into the passenger compartment
the seal, leaving a 3mm (0.125″) overhang atbetween the roof side rails and the convertible top
the front of the center rail. Refer to Figure 2.material on some vehicles. This may occur during

heavy rains and/or when going through a car wash. 6. Install the remaining seal to the front side rail
leaving a 3mm (0.125″) overhang at the rear ofACTION
the front side rail. Refer to Figure 2.

Install a foam water barrier between the convertible
top and the top side rails to reduce the possibility of 7. Repeat this procedure for the opposite side.
water entering the passenger compartment. Refer to
the following Service Procedure for details. PART NUMBER PART NAME

F7ZZ-7654072-AA Foam Seal (2 Req’d.)SERVICE PROCEDURE
F7ZZ-7654790-AA Foam Seal (2 Req’d.)
F7ZZ-7654752-AA Foam Seal (2 Req’d.)1. Raise the convertible top enough to gain

access to the convertible top side rails (Figure
OTHER APPLICABLE ARTICLES: NONE1).
WARRANTY STATUS: Eligible Under The

2. Remove the existing foam seals from between Provisions Of Bumper To
the side rail and the convertible top material. Bumper Warranty Coverage
Do not remove the door glass weatherstrips. OPERATION DESCRIPTION TIME

972401A Install Seals For 0.4 Hr.
3. The foam seals are self-adhesive so be sure

Convertible Top
the side rail surface is clean and dry.

DEALER CODING
CONDITION4. Install the shortest seal to the rear side rail

BASIC PART NO. CODEsection by removing the adhesive backing and
7652700 68starting from the front of the rear side rail,
OASIS CODES: 102000, 105000, 110000leave a 3mm (0.125″) overhang at the front of

the rear side rail section. Refer to Figure 2.
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Article No. 97-24-1 Cont’d.

Figure 1 - Article 97-24-1

Figure 2 - Article 97-24-1
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